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àºàÂÍÃì คูล ä´ÁÍ¹´ì ชิลด์ 15
ÊÕ¹éÓà¡Ã´«Ùà»ÍÃìÍÑÅµÃéÒ¾ÃÕàÁÕèÂÁ (กึ่งเงากึ่งด้าน) ÊÓËÃÑºÀÒÂ¹Í¡áÅÐÀÒÂã¹

¢éÍÁÙÅ·Ò§ÇÔªÒ¡ÒÃ
»ÃÑº»ÃØ§àÁ×èÍ : พฤศจิกายน 2559

Ë¹éÒ : 1 ¨Ò¡ 1
àºàÂÍÃì คูล ä´ÁÍ¹´ì ชิลด์ 15

¤Ø³ÅÑ¡É³Ð¢Í§¼ÅÔµÀÑ³±ì àºàÂÍÃì คูล ไดมอนด์ ªÔÅ ì́ 15 (ก่ึงเงาก่ึงด้าน) à»ç¹ÊÕ¹éÓÍÐ¤ÃÔÅÔ¡เกรดสูง ชนิดทาภายนอกและภายใน ผลิตจากกาวอะคริลิกแท้ 100%

ผสานกับเม็ดไมโครสเฟียร์เซรามิค (Microsphere Ceramic) ท่ีพัฒนามาจากเทคโนโลยียานอวกาศนาซ่า มีคุณสมบัติเด่นช่วยป้องกันความร้อน

โดยการสะท้อนรังสี UV และพลังงานความร้อนจากแสงอาทิตย์ ได้มากกว่า 90% จึงทำให้พื้นผิวเย็นลงกว่า 10-20 องศาเซลเซียส และ

ช่วยเพ่ิมค่าการต้านทานความร้อนให้ฟิล์มสี ผสานนวัตกรรมสีแห่งพันธะเพชร (Diamond Bond) ท่ีช่วยเพ่ิมพลังยึดเกาะของเน้ือสี ทำให้ฟิล์ม

สีแข็งแกร่งและติดแน่นทนทาน เน้ือสีมากจึงปกมิดพ้ืนผิวได้ดี ทาง่ายได้พ้ืนท่ีมาก อายุการใช้งานยาวนานถึง 15 ปี ป้องกันเช้ือรา ตะไคร่น้ำ

ประหยัดพลังงาน และลดค่าไฟฟ้าให้คุณได้

»ÃÒÈ¨Ò¡ÊÒÃ»ÃÍ·áÅÐÊÒÃµÐ¡èÑÇ »ÅÍ´ÀÑÂµèÍÊÔè§áÇ´Å้ÍÁ

: ÊÕ¹éÓÍÐ¤ÃÔÅÔ¡

: ¡èÖ§à§Ò¡èÖ§´éÒ¹

: µÒÁá¤êµµÒÅçÍ¡ "àºàÂÍÃì ¤ÑÅàÅÍÃì ´Õä«¹ì"

: 20 ¹Ò·Õ

: 2 - 4 ªèÑÇâÁ§

: 4 - 6 ªèÑÇâÁ§

* »ÃÐàÀ·¢Í§ÊÕ

* ÅÑ¡É³Ð¿ÔÅìÁÊÕ

* à©´ÊÕ

* ÃÐÂÐàÇÅÒáËé§ (·Õè 25 Í§ÈÒà«Åà«ÕÂÊ)

     áËé§ÊÑÁ¼ÑÊä´é

     àÇÅÒáËé§¡èÍ¹·Ò·Ñº

     àÇÅÒáËé§ãªé§Ò¹ä´é

¤Ø³ÊÁºÑµÔ·Ò§¡ÒÂÀÒ¾

: มอก.2321-2549 และ มอก.2514-2553ÁÒµÃ°Ò¹ÍéÒ§ÍÔ§

¢¹Ò´ºÃÃ¨Ø : 3.5 ÅÔµÃ áÅÐ 9 ÅÔµÃ

: à¡çºãËé¾é¹Á×Íà´ç¡¤Óàµ×Í¹

¤Ø³ÊÁºÑµÔ¡ÒÃãªé§Ò¹ àºàÂÍÃì คูล ä´ÁÍ¹´ì ชิลด์ 15 (กึ่งเงากึ่งด้าน) àËÁÒÐÊÓËÃÑº·éÑ§§Ò¹ÀÒÂ¹Í¡áÅÐÀÒÂã¹ãªéã¹¡ÒÃµ¡áµè§áÅÐ»¡»éÍ§¾×é¹คอนกรีต

ซีเมนต์ ปูนฉาบ อิฐบล็อก กระเบื้องแผ่นเรียบ หรือแผ่นไฟเบอร์ซีเมนต์ ช่วยปกป้องพื้นผิวจากความเป็นด่างของปูน

¤Ø³ÊÁºÑµÔÊÓ¤Ñญ * อนุภาคไมโครสเฟียร์เซรามิก ช่วยเพิ่มค่าการต้านทานความร้อนให้แก่ฟิล์มสี

* Super Titanium ปกปิดพื้นผิวได้ดีเยี่ยม

* ด้วยเทคโนโลยีของพันธะเพชร ช่วยยับยั้งการเกาะติดของฝุ่นและเขม่าควัน

* ฟิล์มสีแข็งแกร่งด้วยอะคริลิกไฮบริด

* ปราศจากสารระเหยที่เป็นอันตรายต่อสุขภาพ (Low VOCs)

* ÍØ»¡Ã³ì

* ¡ÒÃà¨×Í§¨Ò§

* ÊÀÒ¾áÇ´ÅéÍÁ¢³Ðãªé§Ò¹

* ¡ÒÃ¼ÊÁ¡èÍ¹¡ÒÃãªé§Ò¹

ÇÔ¸Õ¡ÒÃãªé§Ò¹
: á»Ã§ ÅÙ¡¡ÅÔé§ áÅÐ à¤Ã×èÍ§¾è¹

: ¹éÓÊÐÍÒ´ËÃ×Í¹éÓ»ÃÐ»Ò (¾ÃéÍÁãªé§Ò¹â´ÂäÁèµéÍ§à¨×Í¨Ò§)à¤Ã×èÍ§Á×ÍËÅÑ§ãªé§Ò¹·Ó¤ÇÒÁÊÐÍÒ´´éÇÂ¹éÓÊÐÍÒ´

: ¾×é¹¼ÔÇ¤Í¹¡ÃÕµäÁè¤ÇÃÁÕ¤ÇÒÁª×é¹à¡Ô¹ 14%

: ¾×é¹¼ÔÇ»Ù¹ãËÁè¤ÇÃ·Ôé§ÃÐÂÐãËé¼ÔÇ»Ù¹áËé§¡èÍ¹·ÒÊÕ·ÑºÍÂèÒ§¹éÍÂ 30 ÇÑ¹

: ÊÓËÃÑºá»Ã§ËÃ×ÍÅÙ¡¡ÅÔé§ ผสมน้ำสะอาด 10-15%

á¹Ð¹Ó

35

100
à¹× éÍ·Õ è»¡¤ÅØÁ¾× é¹·Õ è¢ é Ö¹ÍÂè Ù¡ ÑºÅÑ¡É³Ð¾× é¹¼ÔÇ

áÅÐÇÔ¸ Õ¡ÒÃà¤Å×ÍºÊÕ

¤ÇÒÁË¹Ò¢Í§¿ÔÅìÁÊÕáÅÐÍÑµÃÒ¡ÒÃ»¡¤ÅØÁ

* ¤ÇÒÁË¹Ò¿ÔÅìÁÊÕáËé§ (äÁ¤ÃÍ¹)

* ¤ÇÒÁË¹Ò¿ÔÅìÁÊÕà»ÕÂ¡ (äÁ¤ÃÍ¹)

* ·Òä´éà¹×éÍ·Õè (µÒÁ·ÄÉ®Õ) (µÒÃÒ§àÁµÃ/แกลลอน/à·ÕèÂÇ)

äÁè¹éÍÂ¡ÇèÒ

30

90

35

äÁèà¡Ô¹

40

110

40

: ãªé§Ò¹ÀÒÂãµéÊÀÒÇÐ·ÕèàËÁÒÐÊÁ ÁÕ¡ÒÃÃÐºÒÂÍÒ¡ÒÈà¾ÕÂ§¾Í

: ÍÂèÒÊÙ´´Á

: ËÅÕ¡àÅÕèÂ§¡ÒÃÊÑÁ¼ÑÊ¼ÔÇË¹Ñ§â´ÂµÃ§ ¶éÒÁÕÊèÇ¹·ÕèÊÑÁ¼ÑÊãËéÅéÒ§ÍÍ¡·Ñ¹·Õ´éÇÂ¹éÓáÅÐÊºèÙ

: ¶éÒÊÑÁ¼ÑÊ´Ç§µÒãËéÅéÒ§´éÇÂ¹éÓ»ÃÔÁÒ³ÁÒ¡áÅÐä»¾ºá¾·Âì

¤ÇÒÁ»ÅÍ´ÀÑÂáÅÐÊØ¢Í¹ÒÁÑÂ

: ¤ÇÃËÅÕ¡àÅÕèÂ§¡ÒÃà¡çºã¡ÅéáËÅè§¡Óà¹Ô´¤ÇÒÁÃéÍ¹ ¤ÇÒÁª×é¹

: ÍÒÂØ¡ÒÃà¡çºÃÑ¡ÉÒ 36 à´×Í¹ ·ÕèÃèÁÍØ³ËÀÙÁÔ»¡µÔ

: ¤èÒµÑÇàÅ¢à»ç¹¤èÒà©ÅÕèÂ·Õèãªéã¹¡ÒÃÍéÒ§ÍÔ§à·èÒ¹éÑ¹ ÍÒ¨ÁÕ¡ÒÃà»ÅÕèÂ¹á»Å§µÒÁÊÀÒ¾áÇ´ÅéÍÁ

: à¾×èÍà¾ÔèÁ»ÃÐÊÔ·¸ÔÀÒ¾ á¹Ð¹ÓãËéãªéÃèÇÁ¡Ñº¼ÅÔµÀÑ³±ì ¨Ò¡ àºàÂÍÃì à·èÒ¹éÑ¹

¡ÒÃà¡çºÃÑ¡ÉÒ

¨Ó¹Ç¹

¨Ó¹Ç¹

¨Ó¹Ç¹

¨Ó¹Ç¹

¨Ó¹Ç¹

จำนวน

à·ÕèÂÇ

à·ÕèÂÇ

à·ÕèÂÇ

à·ÕèÂÇ

à·ÕèÂÇ

เที่ยว

1

1 - 2

2 - 3

1

1 - 2

2 - 3

ÃÐºº¡ÒÃ·ÒÊÕ
* ¡ÒÃàµÃÕÂÁ¾×é¹¼ÔÇ

* ÃÐººÊÕ

: ¾×é¹¼ÔÇ·Õè¨Ð·ÒµéÍ§áËé§ÊÐÍÒ´ »ÃÒÈ¨Ò¡¤ÃÒºä¢ÁÑ¹¤ÃÒº½èØ¹ÅÐÍÍ§ ÊèÇ¹·Õèà»ç¹Ê¹ÔÁ½èØ¹ËÃ×ÍËÅØ´ÅèÍ¹

: ¾×é¹¼ÔÇ·ÕèÁÕàª×éÍÃÒ µéÍ§·Ó¤ÇÒÁÊÐÍÒ´ãËéËÁ´¡èÍ¹ â´Â¹éÓÂÒ¿Í¡¢ÒÇ áÅÐÅéÒ§ÍÍ¡ãËéÊÐÍÒ´ ·éÔ§äÇéãËéáËé§áÅéÇ·Ò´éÇÂ àºàÂÍÃì âÁÇ´ì¿ÃÕ 

  เบÍÃì àÍçÁ-001

: ¼¹Ñ§·ÕèÁÕÃÍÂáµ¡ ãËéÍØ´â»êÇ´éÇÂ àºàÂÍÃì ÍÐ¤ÃÔÅÔ¡ ¿ÔÅàÅÍÃì àºÍÃì àÍ¿-200 ÊÓËÃÑººÃÔàÇ³·ÕèÃÍÂáµ¡ÃéÒÇÁÕ¤ÇÒÁ¡ÇéÒ§¹éÍÂ¡ÇèÒ 0.3-1.0

  ÁÔÅÅÔàÁµÃ ËÃ×Íãªé àºàÂÍÃì ÍÐ¤ÃÔÅÔ¡ «ÕÅáÅ¹·ì «èÍÁá«Á ÊÓËÃÑººÃÔàÇ³·ÕèÁÕÃÍÂáµ¡ÃéÒÇÁÒ¡¡ÇèÒ 2.0 - 10.0 ÁÔÅÅÔàÁµÃ áÅÐ¤ÇÃ¢Ñ´áµè§

  ÃÍÂ«èÍÁá«ÁãËéàÃÕÂº¡èÍ¹·ÒÊÕ

: ¡ÒÃàµÃÕÂÁ¾×é¹¼ÔÇ·Õè´Õâ´ÂäÁèÁÕÊèÇ¹·Õèà»ç¹½èØ¹ËÃ×ÍËÅØ´ÅèÍ¹¨Ð·ÓãËéä´é¡ÒÃÂÖ´à¡ÒÐ¢Í§ àºàÂÍÃì ¤ÙÅ ไดมอนด์ ªÔÅ´ì 15 ´Õ·èÕÊØ´

: ¾×é¹¼ÔÇ»Ù¹ãËÁè

: ¾×é¹¼ÔÇ»Ù¹à¡èÒ

* ÊÕÃÍ§¾×é¹

* ÊÕ·ÑºË¹éÒ

* ÊÕÃÍ§¾×é¹

* ÊÕ·ÑºË¹éÒ

: àºàÂÍÃì ¤ÙÅ ออล พลัส รุ่นกันความร้อน àºÍÃì 6000 ÊÓËÃÑºÀÒÂ¹Í¡และภายใน หÃ×Í

: àºàÂÍÃì ¤ÙÅ เฟล็กซ์ ÊÕÃÍ§¾×é¹ชนิดยืดหยุ่น àºÍÃì 9000 à¾×èÍประสิทธิภาพการป้อง¡Ñ¹ความÃéÍ¹ÊÙ§ÊØ´

: àºàÂÍÃì ¤ÙÅ ไดมอนด์ ชิลด์ 15 (กึ่งเงากึ่งด้าน)

: àºàÂÍÃì ÊÕÃÍ§¾×é¹»Ù¹à¡èÒàÍ¹¡»ÃÐÊ§¤ì เบอร์ บี-1900 ËÃ×Í

: àºàÂÍÃì ¤ÙÅ เฟล็กซ์ ÊÕÃÍ§¾×é¹ชนิดยืดหยุ่น àºÍÃì 9000 à¾×èÍประสิทธิภาพการป้อง¡Ñ¹ความÃéÍ¹ÊÙ§ÊØ´

: àºàÂÍÃì ¤ÙÅ ไดมอนด์ ชิลด์ 15 (กึ่งเงากึ่งด้าน)



TECHNICAL DATA SHEET
BEGER COOL DIAMOND SHIELD 15  YEARS

Super Altra Premium 100% Acrylic Emulsion Paint (Semi-Gloss) : For Exterior and Interior
Description Beger Cool Diamond Shield 15 Years is formulated from high quality 100% pure acrylic and insulating hollow microspheres ceramic that

resists thermal to the paint film and significantly reduce heat transfer compare to the traditional paint. And combined with UV Silicone
Cross Link Technology for UV Protection with special acrylic polymer licence only Beger, and it improve film reaction in Cross Link 
Peaction for strong film and molecule paint of high penetrate in substrate for long lasting resistance, allows moisture vapor to escape from
the substrate (Breathable Film) and good resistance to algae, fungus mildew and mold attack.
No added lead, no added mercury and environemental safe.

Feature and Benefits *   Solar heat will be reflected out from the paint film more than 3 times of traditional emulsion paint.
*   To reduce temperature approx. 3 - 5 °C and eletric energy cost saving more than 25% compared to traditional paint.
*   Total UV blocking and IR protects, good fading and chalking resistant.
*   Good resistant to water stain, oil stain and dirt stain with advanced Nano Silicone Technology.
*   Waterproof, but still allows moisture vapor to escape from the substrate with Siloxane.
*   Protect paint film peeling with Cross Link Technology.
*   Ultra hiding with Super Titanium from DuPont Ti-Pure Titanium Dioxide.
*   Durable weather proofing.
Good resistance to algae, fungus mildew and mold attack.

Application Area Beger Cool Diamond Shield 15 Years (Semi-Gloss) use as a topcoat on all surfaces such as cements, concretes, fiber cements, 
bricks suitable for interior and exterior works.

Film Thickness and Spreading Rate Minimum Maximum Typical
* Dry film thickness (microns) 30 40 35
* Wet film thickness (microns) 90 110 100
* Theoretical coverage rate (m2/gallon) 35 40 Actual consumption rate depends on

application method and surface condition.
Physical Properties

* Vehicle type : Pure Acrylic 100% Emulsion Paint
* Finish : Semi-gloss
* Colour : According to the "Beger Colour Cards"
* Solid by volume : 29 - 31%
* Dry time (@25'c)

Touch Dry 20 minutes
Recoat : 2 - 4 hours
Dry to handle : 4 - 6 hours

* Flash point :  None
Application Method

* Tool : Brush, roller or spray gun.
* Thinner : Clean water.
* Condition during application : The moisture content in the concrete should not exceed 14%.

: Concrete and masonry cure at least 30 days before coating.
: Application by roller or brush dilute with 5 - 10% clean water by volume.
: Application by spray gun dilute with 15 - 25% clean water by volume.

Application System
* Surface preperation : Surface should be dry and clean. Remove completely all dirt, grease, oil, or any contaminated by washing surface with suitable cleaner.

: Surface with fungus, mold and mildew growth must be cleaned off and follow by the treatment of fungicidal wash Beger Mouldfree #M-001.
: Repair all surface imperfections. Before application, fill and seal hairline cracks by working a generous amount of material into void. Cracks
 and gaps wider than 2.0 - 10.0 mm. should be filled with acrylic sealant. Use Beger Acrylic Wall Filler #F-200 for cracks and gaps with less
 than 0.3 - 1.0 mm. width. Stir content thoroughly before and during application.

: New Masonry Substrate
* Primer : Beger Cool Insulating Primer #6000 for exterior and interior. 1  coat

* Typical paint system or Beger Cool Flex Elastomeric Primer #9000 for better solar heat insulation and reflection. 1-2 coat
* Topcoat : Beger Cool Diamond Shield 15 Years (Semi-Gloss) 2-3 coat
: Previously Painted Surfaces
* Primer : Beger Pro Quick Primer #B-1900 1  coat
or Beger Cool Flex Elastomeric Primer #9000 for better solar heat insulation and reflection. 1-2 coat
* Topcoat : Beger Cool Diamond Shield 15 Years (Semi-Gloss) 2-3 coat

Environmentally Friendly Tips
: Do not throw liquid paint in the trash or pour it down the drain.
: Small amounts of latex paint can be air-dried and disposed through your trash collection system.

Storage : The product must be stored in accordance with national regulations. Storage conditions are to keep the containers in a dry,
cool, well ventilated space and away form source of heat an ignition.
: Containers must be kept tightly closed.
: 36 months at ambient.

Health and safety : Use under well ventilated conditions.
: Do not breathe or inhale mist.
: Avoid skin contact. Spillage on the skin should immediately be removed with suitable cleanser, soap and water.
: Eyes should be well flushed with water and medical attention sought immediately.

Precaution : Keep out of reach of children.
Reference Standard : Thai Industrial Standard : TIS 2321 - 2549 (Durable Emulsion Paint) & TIS 2514 - 2553
Packing Size : 3.5 Litres, and 9 Litres.
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DISCLAIMER
The information in this data sheet is given to the best of our knowledge based on laboratory testing and 

practical experience. However, as the product is often used under conditions beyond our control, we cannot 

guarantee anything but the quality of the product itself. We reserve the right to change the given data without 

notice. 

: Do not mix paints for storage or disposal. Leave paint in the original container.
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